
TYPE Features Dw D Tol D1 h Tol H b Loading Capacity Weight

SPS 15 B

ZINC PLATED BODY AND STEEL BALLS

15 24 ±0,08 31 9,5 ±0,2 21 2,8 50 35 0,038

SPS 22 B 22 36 ±0,08 45 9,8 ±0,2 29,5 3,5 120 80 0,132

SPS 30 B 30 45 ±0,1 55 13,8 ±0,3 36,8 4 250 170 0,265

SPS 15 C

ZINC PLATED BODY AND STAINLESS  STEEL BALLS 
AISI 420

15 24 ±0,08 31 9,5 ±0,2 21 2,8 35 25 0,038

SPS 22 C 22 36 ±0,08 45 9,8 ±0,2 29,5 3,5 90 60 0,132

SPS 30 C 30 45 ±0,01 55 13,8 ±0,3 36,8 4 140 100 0,265

SPS 15 SS
COMPLETELY S.S. BODY AISI 304 WITH S.S. HARDENED 
BALL RACE AISI 420 AND  STAINLESS  BALLS AISI 420

15 24 ±0,08 31 9,5 ±0,2 21 2,8 35 25 0,038

SPS 22 SS 22 36 ±0,08 45 9,8 ±0,2 29,5 3,5 90 60 0,132

F O R  L O A D S  U P  T O  4 2 0 K G .

PRESSED STEEL BALL TRANSFER UNITS WITH HARDENED BALL RACE. 
ZINC PLATED BODY, OILED FELT SEALING SYSTEM INCORPORATED IN 
TYPES SPS 22, SPS 30 AND 45 ONLY. 
WORKING TEMPERATURE: +100 ºC -20 ºC
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