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TYPE Features Dw D Tol D1 h Tol H b Loading Capacity Weight

SPM 12 B

ZINC PLATED MACHINED BODY AND STEEL BALLS

12 22 ±0,08 27 8 ±0,2 16,8 5 20 15 0,035

SPM 15 B 15 24 ±0,08 31 9,5 ±0,2 21 5,5 50 35 0,06

SPM 22 B 22 36 ±0,08 45 9,8 ±0,2 30,5 6 180 125 0,185

SPM 30 B 30 45 ±0,08 55 14 ±0,3 36,8 8 350 250 0,355

SPM 45 B 45 62 ±0,1 75 19 ±0,4 53,5 10 600 420 0,990

SPM 12 C

ZINC PLATED MACHINED BODY AND STAINLESS  STEEL 
BALLS AISI 420

12 22 ±0,08 27 8 ±0,2 16,8 5 15 10 0,035

SPM 15 C 15 24 ±0,08 31 9,5 ±0,2 21 5,5 40 25 0,06

SPM 22 C 22 36 ±0,08 45 9,8 ±0,2 30,5 6 130 90 0,185

SPM 30 C 30 45 ±0,08 55 14 ±0,3 36,8 8 240 170 0,355

SPM 45 C 45 62 ±0,1 75 19 ±0,4 53,5 10 400 280 0,990

SPM 12 SS

ALL COMPONENTS IN STAINLESS STEEL AISI  420

12 22 ±0,08 27 8 ±0,2 16,8 5 15 10 0,035

SPM 15 SS 15 24 ±0,08 31 9,5 ±0,2 21 5,5 40 25 0,06

SPM 22 SS 22 36 ±0,08 45 9,8 ±0,2 30,5 6 130 90 0,185

SPM 30 SS 30 45 ±0,08 55 14 ±0,3 36,8 8 240 170 0,355

SPM 45 SS 45 62 ±0,1 75 19 ±0,4 53,5 10 400 280 0,990

F O R  L O A D S  U P  T O  6 0 0 K G .

BODY IN MACHINED LOW CARBON STEEL OR STAINLESS STEEL
BALLS IN CHROME STEEL AISI 52100 OR STAINLESS
STEEL AISI 420
HARDENED INNER BALL RACE
SELF CLEANING HOLE INCOPORADED IN ALL UNITS
OILED FELT SEALING SYSTEM INCORPORATED IN TYPES SPM 22, 30 
AND 45 ONLY 
WORKING TEMPERATURE: -20°C - +100° C 

| SERIES “SPM” HEAVY  
  DUTY WITH COLLAR  

KgKg

SPM 12 SPM 15-22-30-45
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