
BOLAS TRANSPORTADORAS  BALL TRANSFER UNITS

14

CARGAS HASTA 600 KG  FOR LOADS UP TO 600 KG

SERIE “SPM CARGO” MACIZA
CON COLLAR PARA USO
AEROPORTUARIO
SERIES “SPM CARGO” FOR AIRPORT USE

Bolas transportadoras con carcasa maciza de acero 
zincado o acero inox. Alojamiento provisto de zincado 
especial con revestimiento sellado de alta resistencia 
a la corrosión. Dispone de 7 agujeros en el fondo para 
mejorar descarga de polvo y agua. Sin guarnición 
interna parapolvo para disminuir fricción en todas las 
condiciones de uso. Temperatura de trabajo: -50°C 
+100°C. Especialmente diseñada para garantizar una 
larga duración de trabajo y una buena resistencia a la 
corrosión en condiciones extremas de uso (lluvia,nieve, 
hielo y polvo).

Ball transfer units with body made of solid machined zinc 
plated carbon or stainless steel. Housing made of zinc plated 
steel with sealing coating to increase corrosion resistance. 
Without oiled felt sealing to guarantee highest fluency in 
all working conditions. With seven drain holes to improve 
draining of powder and water. Working temperature: -50°C 
+100°C. Specially designed to allow long life use and corrosion 
resistance to particular applications, such as extreme outdoors 
conditions (rain, snow, ice and dust).

SPM 30-45

Tipo Type Características Features Dw D D1 h H b
kg 

Capacidad carga 
Loading Capacity

kg 
Peso U. 
Weight

SPM 30 C - Cargo Carcasa de acero zincado, alojamiento 
interno templado y bolas de acero 

inox AISI 420

Zinc plated machined body, hardened 
inner ball race and stainless steel 

balls AISI 420 

30 45 55 13,8 36,8 8,5 350 240 0,355

SPM 45 C - Cargo 45 62 75 19 53,5 10,5 600 420 0,990

SPM 30 SS - Cargo
Carcasa, alojamiento interno 
y bolas en acero inox AISI 420

Stainless steel machined body, inner ball 
race and balls in stainless steel AISI 420

30 45 55 13,8 36,8 8,5 240 170 0,355

SPM 45 SS - Cargo 45 62 75 19 53,5 10,5 400 280 0,990

Carga superior Load up

Carga inferior Load down


