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| SERIES “SPP “ WITH PLASTIC BODY

BALL TRANSFER UNITS WITH SOLID MACHINED BODY IN POLYACETAL-
DELRIN(POM)
BALLS MADE OF STAINLESS STEEL AISI 316 OR DELRIN
WITHOUT OILED FELT SEALING SYSTEM
SELF CLEANING HOLE INCOPORADED IN ALL UNITS
NOT SUITABLE FOR REVERSE APPLICATION
FOR APPLICATIONS WHERE HIGH CORRISION RESISTANCE
IS REQUIRED AS CHEMICAL, PHARMACEUTIC AND MEDICAL
INDUSTRY
WORKING TEMPERATURE: 0° - +60° C 

TYPE Features Dw D Tol D1 h Tol H b Loading 
Capacity Weight

SPP 15 P-C

BODY MADE OF  DELRIN(POM) AND STAINLESS STEEL 
BALLS AISI 316

15 24  ±0,08 30 8  ±0,2 20 3 7 0,024

SPP 22 P-C 22 36  ±0,08 45 9,8  ±0,2 30,5 4,5 10 0,074

SPP 30 P-C 30 45  ±0,08 55 13,8  ±0,3 36,8 8 15 0,162

SPP 45 P-C 45 62  ±0,1 75 19  ±0,4 53,5 10 20 0,502

SPP 15 P-CD

BODY MADE OF  DELRIN(POM), MAIN BALL IN DELRIN 
AND SMALL BALLS IN STAINLESS STEEL BALLS AISI 

316

15 24  ±0,08 30 8  ±0,2 20 3 7 0,015

SPP 22 P-CD 22 36  ±0,08 45 9,8  ±0,2 30,5 4,5 10 0,040

SPP 30 P-CD 30 45  ±0,08 55 13,8  ±0,3 36,8 8 15 0,070

SPP 45 P-CD 45 62  ±0,1 75 19  ±0,4 53,5 10 20 0,185

SPP 15 P-D

BODY  AND ALL BALLS MADE OF  DELRIN (POM)

15 24  ±0,08 30 8  ±0,2 20 3 7 0,012

SPP 22 P-D 22 36  ±0,08 45 9,8  ±0,2 30,5 4,5 10 0,036

SPP 30 P-D 30 45  ±0,08 55 13,8  ±0,3 36,8 8 15 0,066

SPP 45 P-D 45 62  ±0,1 75 19  ±0,4 53,5 10 20 0,176
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SPP 15 SPP 22 -30 -45
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