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SOLID MACHINED BODY STEEL FOR VERY HEAVY LOADS AND 
LONG LIFE
SELF CLEANING HOLE INCOPORADED IN ALL UNITS
OILED FELT SEALING SYSTEM INCORPORATED
WORKING TEMPERATURE: -20°C - +100° C 

| SERIES “SPM” SUPER HEAVY DUTY

TYPE Features Dw D Tol D1 h Tol H b Loading Capacity Weight

SPM 60 A

MACHINED BODY AND STEEL BALLS

60 100  ±0,1 117 30  ±0,4 77,5 15 1500 900 4

SBM 76 A 76 130  ±0,1 - 23  ±0,4 103 - 2500 1500 10

SBM 90 A 90 145  ±0,1 - 25  ±0,4 115 - 3000 2000 11,25

SPM 60 B

ZINC PLATED MACHINED BODY AND STEEL BALLS

60 100  ±0,1 117 30  ±0,4 77,5 15 1500 900 4

SBM 76 B 76 130  ±0,1 - 23  ±0,4 103 - 2500 1500 10

SBM 90 B 90 145  ±0,1 - 25  ±0,4 115 - 3000 2000 11,25

SPM 60 C

ZINC PLATED MACHINED BODY AND  STAINLESS STEEL 
BALLS AISI 420 

60 100  ±0,1 117 30  ±0,4 77,5 15 900 600 4

SBM 76 C 76 130  ±0,1 - 23  ±0,4 103 - 1500 900 10

SBM 90 C 90 145  ±0,1 - 25  ±0,4 115 - 1800 1200 11,25

SPM 60 SS

BALLS AND BODY MADE OF STAINLESS STEEL AISI 420

60 100  ±0,1 117 30  ±0,4 77,5 15 900 600 4

SBM 76 SS 76 130  ±0,1 - 23  ±0,4 103 - 1500 900 10

SBM 90 SS 90 145  ±0,1 - 25  ±0,4 115 - 1800 1200 11,25
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